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Welcome to the Winter Edition!

In this Edition:

Å Flying Destinations: KAGS.  Augusta, GA

Å CFI Corner: Back to Basics and Non-

Controlled Tower Pattern Procedures

Å Member accomplishments

Å Winter Operations: Starting Procedures

Å Club Policy and Procedures and Tidbits

Å Member Photos

GENERAL ANNOUNCEMENT

The Following Club Officer Positions are up for nomination/election in 

December: Vice President; Secretary; Treasurer.  VP & Treasurer 

Position is slated for a 2 year term; and Secretary will be a 1 year term.

Nominations/Elections will be at the December 2 meeting; if interested 

please advise our Secretary.

Upcoming 

Meetings

Dec 02, 2019 @ 6:30pm

Voting on Board 

Members

Jan 06, 2020 @ 6:30pm
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FLYING DESTINATIONS

Airport Profile: KAGS

Augusta RGNL Bush Field Augusta, GA

Located 108NM SW of N52

RWY 17/35: 8001 x 150 ft, asphalt

RWY 08/26: 6002 x 75ft., asphalt

Fuel: 100LL Full Serve 

Instrument Approaches:

Yes: ILS & RNAV
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CFI CORNER

Brian Malley recently sent a couple of e-mailôs regarding Uncontrolled airfield 

Operations: ñSelf-Announcementsò and ñAt what Distance do you Announce your 

positionò at a Non-Towered Airfield.  He an I discussed adding a CFI Page to the 

Newsletter, I came up with the ñCFI CORNERò and this issue I decided to dive a 

little further on Brianôs previous topic.

Uncontrolled Airfield Operations

Below is a copy of Brianôs email:

AIM 4-1-9 states:

ñtraffic in the area, please adviseò isnot a recognized self-announce position 

and/or intention phrase and should not be used under any condition.

Although commonly used, asking pilots in the area to ñplease adviseò without 

first listening for traffic on the CTAF is neither considerate nor safe.

Doing so ties up the frequency with unnecessary chatter from the pilot 

making the request and the pilots responding to the request.

Letôs take a little refresher and discuss the operations at Non-Controlled Towers.  

Information that is posted is referenced from the Aeronautical Information Manual 

(AIM) and Advisory Circular 90-66B.  This is just a quick review, Please refer to 

these manuals for complete information.

-
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Uncontrolled Airfield Operations

Letôs start with a quick review of definitions regarding airfield operations from AC 

90-66B:

6.1 Airports Without Operating Control Towers. Airports without control towers 

or airports with control towers that are not operating. These airports are commonly 

referred to as non-towered or part-time-towered airports. Another term commonly 

used is ñuncontrolled airport.ò 

6.2 Common Traffic Advisory Frequency (CTAF). A frequency designed for the 

purpose of carrying out airport advisory practices while operating to or from an 

airport without an operating control tower. The CTAF may be a Universal 

Communications (UNICOM), 3/13/18 AC 90-66B MULTICOM, Flight Service Station 

(FSS), or tower frequency, and is identified in appropriate aeronautical publications

6.2.1 Universal Communications Frequency (UNICOM). A nongovernment 

air/ground radio communication station that may provide airport information at 

public-use airports
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Uncontrolled Airfield Operations

6.3 Movement Area. The runways, taxiways, and other areas of an 

airport/heliport that are used for taxiing/hover taxiing, air taxiing, takeoff 

and landing of aircraft, exclusive of loading ramps, and parking areas. 

6.4 Traffic Pattern. The traffic flow that is prescribed for aircraft landing at, 

taxiing on, or taking off from an airport. 

9 GENERAL OPERATING PRACTICES. 9.1 Left Traffic. Use of standard 

traffic patterns (left turns) for all aircraft and CTAF procedures by radio-

equipped aircraft are required at all airports without operating control 

towers unless indicated otherwise by visual markings, light gun signals, 

airport publications, or published approach procedure. It is recognized that 

other traffic patterns (right turns) may already be in common use at some 

airports or that special circumstances or conditions exist that may prevent 

use of the standard traffic pattern. Right-hand patterns are noted at 

airports on an aeronautical chart with an ñRPò designator and the 

applicable runway next to the airport symbol.
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Uncontrolled Airfield Operations: Traffic Pattern Entry

Arriving aircraft should be at traffic pattern altitude and allow for sufficient 

time to view the entire traffic pattern before entering. Entries into traffic 

patterns (diagram on next page) while descending may create collision 

hazards and should be avoided. Entry to the downwind leg should be at 

a 45 degree angle abeam the midpoint of the runway to be used for 

landing. The pilot may use discretion to choose an alternate type of 

entry, especially when intending to cross over midfield, based upon the 

traffic and communication at the time of arrival. Note: Aircraft should 

always enter the pattern at pattern altitude, especially when flying over 

midfield and entering the downwind directly. A midfield crossing alternate 

pattern entry should not be used when the pattern is congested. 

Descending into the traffic pattern can be dangerous, as one aircraft 

could descend on top of another aircraft already in the pattern. All similar 

types of aircraft, including those entering on the 45 degree angle to 

downwind, should be at the same pattern altitude so that it is easier to 

visually acquire any traffic in the pattern (AC90-66B).
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Uncontrolled Airfield Operations

Airport Traffic Pattern Entry (AC 90-66B)
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The Pattern: Standard is Left Hand Traffic (depicted), if the airport 

has Right Hand Traffic it will be annotated in the Airport Facility 

Directory (AFD), and would mirror the below pattern.
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While you are flying in the pattern, one of the biggest issues you may 

run in to is ñOther Aircraftò.  A congested pattern is tasking, prioritize 

your tasks.  Here is what the AC states about Collision Avoidance:

Collision Avoidance. The pilot in commandôs (PIC) primary responsibility is 

to see and avoid other aircraft and to help them see and avoid his or her 

aircraft. Keep lights and strobes on. The use of any traffic pattern 

procedure does not alter the responsibility of each pilot to see and avoid 

other aircraft. Pilots are encouraged to participate in ñOperation Lights 

On,ò a voluntary pilot safety program described in the AIM, paragraph 4-3-

23, that is designed to improve the ñsee-and-avoidò capabilities.
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Letôs finish the discussion with an answer to Brianôs question 

regarding ñWhen to start communicatingò:

COMMUNICATIONS PROCEDURES. The following information is 

intended to supplement the AIM, paragraph 4-1-9, Traffic Advisory 

Practices at Airports Without Operating Control Towers. 

10.1 Recommended Traffic Advisory Practices. All traffic within a 10-mile

radius of a non-towered airport or a part-time-towered airport when the 

control tower is not operating should continuously monitor and 

communicate, as appropriate, on the designated CTAF until leaving the 

area or until clear of the movement area. After first monitoring the 

frequency for other traffic present passing within 10 miles from the airport, 

self-announcing of your position and intentions should occur between 8 

and 10 miles from the airport upon arrival. Departing aircraft should 

continuously monitor/communicate on the appropriate frequency from 

startup, during taxi, and until 10 miles from the airport, unless 14 CFR or 

local procedures require otherwise.
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Member Accomplishments

Adrienne Whitfield obtaining her Instrument Rating.

And to our Newest CFI: Preston Schumann!

Graham Harrison had his Fist Solo!

Newest Private Pilot: Vikram Balla

CONGRATULATIONS TO ALL ON YOUR ACCOMPLISHMENTS

And last but not least or Newest Member : Phil Evans, Welcome Phil!
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Winter Time Operations

An e-mail was sent recently regarding Cold Weather Operations:

Just a quick review of proper winter pre-flight and engine pre-heat

procedures.

On the first start of the day it is best to keep the engine at low idle 

until the oil temps are in the green before demanding more power 

from the engine.

Not following these guidelines can result in premature wear on the 

engine .

Premature wear means low compression and way-way higher 

maintenance issues and costs .

The following is information regarding starts in cold weather per the 

respected POH.

N3090U & N6035R POH:

STARTING ENGINE. Ordinarily the engine starts easily with one or two 

strokes of the primer in warm temperatures to six strokes in cold 

weather, with the throttle open approximately 1/8 inch. In extremely cold 

temperatures, it may be necessary to continue priming while cranking
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Winter Time Operations Starting N90U per the POH:

COLD WEATHER OPERATION. Prior to starting on cold morning, it is 

advisable to pull the propeller through several times by hand to "break 

loose" or "limber" the oil, thus conserving battery energy.  

Cold weather starting procedures are as follows

With Pre heat: (1) Clear propeller. (2) Pull master switch "ON." (3) With 

magneto switch "OFF" and throttle closed, prime the engine four to ten 

strokes as the engine is being turned over. 

NOTE Use heavy strokes of primer for best atomization of fuel. After 

priming, push primer all the way in and turn to locked position to avoid 

possibility of engine drawing fuel through the primer.

(4) Turn magneto switch to "BOTH." (5) Open throttle 1/ 4" and engage 

starter. 

Without Preheat: (1) Prime the engine 8 to 10 strokes while the propeller 

is being turned by hand. (2) Clear propeller. (3) Pull master switch "ON." 

(4) Turn magneto switch to "BOTH." (5) Open throttle 1/ 4". (6) Pull 

carburetor air heat knob full on. (7) Engage starter and continue to prime 

engine until it is running smoothly. 
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Winter Time Operations Starting N6035R per the POH:

There are just a few differences

With Preheat: (1) Clear propeller. (2) Pull master switch "ON." (3) With 

magneto switch "OFF" and throttle closed, prime the engine four to eight 

strokes as the propeller is being turned over by hand. 

NOTE Use heavy strokes of primer for best atomization of fuel. After 

priming, push primer all the way in and turn to locked position to avoid 

possibility of engine drawing fuel through the primer. (4) Turn magneto 

switch to "BOTH." (5) Open throttle 1/4" and engage starter. 

Without Preheat: (1) Prime the engine six to ten strokes while the 

propeller is being turned by hand with throttle closed. Leave primer 

charged and ready for stroke. (2) Clear propeller. (3) Pull master switch 

"ON." (4) Turn magneto switch to "BOTH." (5) Pump throttle rapidly to full 

open twice. Return to 1/4" open position. (6) Engage starter and continue 

to prime engine until it is running smoothly, or alternately, pump throttle 

rapidly over first 1/4 of total travel. (7) Pull carburetor heat knob full on after 

engine has started. Leave on until engine is running smoothly. 

. 
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CLUB POLICY, PROCEDURES and other Tidbits

Scheduling/Reservations:

Å The Club SOP requires members to list their flight plan in the 

"comments" section of your Flight Circle reservation.

Å List the airport code(s) of the destination airport and airports you 

will overfly out bound and in bound

Å If flying locally say to practice maneuvers or take off and 

landings then say: " Local within xx miles" Example: Will remain 

local within 25 miles

If you go missing SAR will have a idea of where to find you

SAFETY FIRST !

Å Club SOP 6.4: In order to be courteous to others and to prevent 

ñHoggingò of aircraft, Aircraft can be Reserved for Only 1 

Saturday or Sunday at a Time.  Please reference SOP 6.4 

regarding Multiple Weekend Reservations. 
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Scheduling/Reservations:

ÅUpon Completing a flight (Reservation) PLEASE ñCheck-Inò As 

Soon as you can.   This allows the Next person to ñDispatchò 

their  reservation and will help with Proper Billing.

Å Speaking of Billing: Please Double Check your Flight Time 

Entries! If you are having any issues please take a picture of 

HOBBS prior to flight and after completion of flight and email to 

the Treasurer: cbmalley@aol.com

PARKING:

ÅDo NOT Park in designated Visitor Parking Spots!! Please find 

another location in the lot to park. Your attention to this will help 

maintain good relations with our hosts
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JAARS YELLOW CHOCKS:

Å These CHOCKS belong to JAARS and should NOT be carried or 

stored in Club Aircraft.  

JAARS  HANGAR:

WOW members are welcome to use the hangar bathroom, use the 

break room, and walk through the hangar floor (behind the yellow 

stripes, please).

However, DO NOT LOITER around the hangar and the ramp area.  

Obviously, If you are fueling one of the Club Aircraft you would be 

expected to hang around the ramp area.

Thank you for your cooperation!
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OIL Usage (Copied From Email sent to Members):

If you add oil you MUST log it!

Looking at the logs we see that from Oct 17-Nov 1: 35R flew 25 hrs-

But there are no entries for oil. Then from Nov 1-8:35R flew 33 hrs

and 5 quarts of oil were addedé

PLEASE log oil usage....The information is essential to determine 

engine health especially oil laboratory analysis evaluation
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Andy Wendt, Eliu Diaz and Tom Edwards during 90U Engine 

Change

90U now has a field overhauled engine good for another 1,800 hrs. A massive 

amount of volunteer work was required including working at night with flash lights. 

Members are indebted to the folks that showed up to help Eliu. All aircraft engines 

are scheduled for 100 hr maintenance along with 50 hr oil changes so members are 

asked to step forward. By the way the minimum volunteer hour requirement for 2020 

will be at least 16 hours of volunteer time. Volunteers are urgently needed to help 

maintain safe aircraft at the lowest usage rates.
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Congratulations Preston 

Schumann!  Our Newst CFI!

Congratulations Adrienne 

Whitfield On receiving your 

Instrument Rating!


